
Technical specifications
Engine Mercedes Benz OM 936 LA Stage V including 

AdBlue, SCR catalytic converter, and DPF

Cylinder R-6, twin turbo

Displacement 7.7 l

Rated speed 1,800 rpm

Rated power at 
1,600 rpm

280 kW/381 hp

Maximum torque 
from 1,050 rpm to 
1,300 rpm

1,550 lb-ft

Automatic hydraulic fan reversal

Fuel tank capacity Approx. 1,400 l

AdBlue tank capacity Approx. 95 l

Traction drive

Hydrostatic drive LINDE
ROEGELBERG 3-speed transfer case
Crawl gear can be engaged separately

Driving speeds Crawl speed 0 m/min to 1.5 m/min, infinitely 
variable, including torque-dependent 
Load feed control 
1st gear: 0 to 16 km/h, continuously variable	
2nd gear: 0 to 40 km/h, continuously variable 
(depending on country-specific regulations)
Automotive driving mode incl. cruise control 
and automatic speed reduction

Four-wheel drive Permanently in loading operation
Can be manually activated in street mode

Axles

Axles 2 planetary steering axles via 
Driven drive shafts

Differential locks Front and rear axles can be switched pneumati-
cally separately with automatic function
Automatic shutdown when driving on the road

Axle support Hydraulically preloadable support cylinders on 
the rear axle
Swing axle

Chassis

Steering types Front-wheel steering, rear-wheel steering, all-
wheel steering
Preselectable steering combinations including 
automatic center position rear axle
suspension comfort chassis (3rd and 4th axle) 
for road travel, can be raised for field travel

Tires

MICHELIN MegaXBIB 710/75 R 34

Brakes

Service brake Hydraulic drum brake on both axles

Parking brake Spring-loaded parking brake

Hydraulic system

Hydraulic oil tank 
capacity

180 l
Pump distributor gearbox including 
pressure circulation lubrication

Load-sensing 
working hydraulics 
maximum flow rate

162 l/min
BOSCH-REXROTH for cylinder functions, includ-
ing simultaneous control

Pick-up and 
post-cleaning

4 x closed hydraulic circuits
4 x axial piston pumps (BOSCH-REXROTH)

HOLMER EcoPower engine management system

Loading at low engine speed 
1.150 rpm through optimal gear ratio
Power-shiftable multi-plate clutches for  
decoupling pump trains during road travel

Power supply 24 V alternator 150 A
Central, modular design of the 
on-board electronics in circuit board design
Water-resistant and vibration-proof, including 
plug-in systems with secondary locking
1 x central computer and interchangeable 
expansion modules
2 x 12 V sockets (cabin)
1 x 24 V power outlet (engine compartment)
2 x 12 and 24 V fixed connection 
(for radio equipment, etc.)

Panorama cabin

3.5 cubic meters of space
Sound insulation
360° view, all-round glazing and 
side windows that can be opened
hydraulically liftable to 5.10 m and 
can be moved back by 1.24 m
Automatic climate control and auxiliary heating
5 x windshield wipers on front, side, and rear 
windows as well as the door, including interval 
and wash function
Stereo DAB radio with Bluetooth hands-free kit
GRAMMER swivel seat with seat heating and 
pneumatic locking at the touch of a button
Sun blinds
Spacious cooling compartment and storage 
compartments for files

Innovative HOLMER 
SmartDrive operating 
concept

12.1-inch touchscreen terminal HOLMER 
EasyTouch
2 x ergonomic joysticks with integrated mini 
joysticks for frequently used functions
Settings for all units can be operated and saved 
via soft keys
Quick selection function for cleaning intensities 
via freely assignable soft keys
Error memory function and diagnostic menu, 
including export via USB interface

Lighting

Headlight 2 x LED low beam headlights (1,950 lm) 
2 x LED high beam headlights (1,950 lm) 
2 x full LED rear lights and dynamic turn signals

Work light 14 x LED (2,500 lm) cabin, all-round
10 x LED (1,800 lm) Cleaning units, transfer 
units
3 x rotating beacons	
energy-saving LED engine compartment lighting

Camera system

4 cameras series: depth control, rear cleaner, 
loader, and reversing camera 
Screen layout: 1, 3, and 4-fold, monitor installed 
on swivel seat

Central lubrication

BEKA-MAX, electronically controlled
Interval lubrication and manual operation 
adjustable via terminal

Pick-up

VarioPick patented by HOLMER
Width 9.72 m (inside)
3 independently adjustable roller types
Automatic and manual reverse function
Icebreaker

Angle Adjustment from 17° to 22°

Rollers 4 x pickup rollers
(Finger and transfer rollers)
6 x pre-cleaning rollers 
(distribution rollers)
8 x main cleaning rollers 
(pinching or collecting rollers)
Pipe diameter 140 mm, 
Coil diameter 20 mm 
Made of wear-resistant special material
Special armor plating on the coils of the 
collecting rollers, depending on the direction of 
conveyance, 3 layers at most
standard with up to 4x hard
welded between the windings
Integrated storage on continuous collecting 
roller tube without incline, including carbide 
plate at the end of the coils

Middle point Automatic speed adjustment with the super-
charger 
Slow-running replaceable tip and two-part hood

Pile clearer Telescopic tube including pendulum compensa-
tion and automatically folding headlights
Proportional control via mini joystick
Automatic residual beet system including offset 
function
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In-feed conveyor

900 mm wide, pitch 50 mm
Resistant, soft PU drivers, including stone and 
dirt flaps
Cleaning function with doubling of belt speed 
for very sticky floors
In-feed conveyor channel with PU plates for 
wear protection

Post-cleaner

8 x after-cleaning rollers with specially tem-
pered double coating
Fall levels 680 to 780 mm 
(Belly strap on after-cleaner)
Fall levels 640 to 720 mm 
(After-cleaner on transfer vehicle)

Screen belt (series), 
900 mm width including 50 mm pitch		
HOLMER Cleaner (optional), 
1.100 mm wide
HOLMER VarioCleaner (optional), 1,100 mm 
wide
HOLMER CrossRoller flex (optional), 1,100 mm 
wide
Beet brake (optional)

Transfer loading arm

Bandwidth 770 mm
Loading height more than 6.00 m
Maximum loading width 15.00 m
Lightweight construction with high-strength PE 
wear plates Can be swiveled to the right or left 
up to a swivel angle of 332

Counterweight arm

Integrated foldable diesel tank
Maximum 2,870 kg (full diesel tank) with center 
of gravity shift of up to 19%

Automatic folding mechanism

Automatic folding of pickup, cab, transfer arm, 
including counterweight arm swing out and 
unfold
Working position or road travel at the touch of 
a button, preselectable on the right or left

Cleaning route

At least 24.4 m to 32.5 m at most

Cleaning area At most 31.3 m²
Automatic shut-off strategies for reverse pick-
up and after-cleaning

Weighing system (optional)

Pfreundt belt scale with 2 weighing cells on the 
transfer table and menu control in the terminal, 
weighing rollers on the straight section
Optional: Data interface

Water spray system (optional)

Up to 1,200 l 
4 nozzles in the holder
6 nozzles in the post-cleaner 
Continuous and interval operation
Pressure-dependent control
separate preselection of spray and pause times 
Right/left switch
Filter

Dimensions and weights

Total length 14.80 m

Width 3.00 m for 710/75 R 34

Height 4.00 m

Wheelbase 4.80 m

Special equipment

TopView camera system

IF 800/70 R 32 MICHELIN 
182 A8 TL CerexBib (external width 3.27 m)

HOLMER EasyHelp 4.0 telemetry system

Bunker pick-up

Stack divider; pick-up width 3.70 m

4.00 m

3.00 m
14.80 m

Subject to change with a view to technical progress;  
approved by TÜV and the professional association;  
complies with CE regulations.

Features depend on country-specific regulations.
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