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RRL 200

Easy. Affordable. Transfer loading.

» Autonomous transfer loading thanks to self-motor-
isation in a single-operator process — complete ope-
ration by remote control

» Can be equipped for gentle transfer loading of sugar
beet, potatoes and chicory

» Loading with wheel loader, excavator, etc.

» Clean transfer loading thanks to low-wear knobbed
rollers and stone separating rollers

» 9.50 m overloading width and 5.50 m overloading
height — for maximum flexibility

» Transfer loading capacity of approx. 200 tons per
hour — for efficient work

» Loading at only 1,200 rpm — minimal fuel consump-
tion

» Easy transfer via eyelet
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RRL 200

Engine Deutz TCD 3.6 L4 Stage V
. Cy“ nders ....................... R-4 .......................................................................................
CapaC,ty ........................ 3 6| ......................................................................................
Ratedpower B 143hp/105kw ..........................................................................
CRatedspeed  2300mm-lmitedtomax. 1600
. Max,mumtorque at ............. 550 Nm ...................................................................................
1,600 rpm
CFueltnkcapacty  Approc 3201
AdBetankcapacty  Approc 191
Axles 2 braked stub axles
Trackw,dth 242m ....................................................................................
s 54065 R30 —Tyre presswre 25 bar
Cmakes Compressed-air brake system
Towing comnection  40mmeyelet
CSupportinglegs Fontand rear, hydrauiically foldable
Bunkercapacity 9 m3 (hydraulically foldable bunker walls)
Cscraperfioor scew-on, wear-resistant guide s

2 round steel chains with automatic speed regulation by metering flap

Control Teleradio radio remote control for operating all functions
CCeaning Can be equipped in different ways for sugar beet, potatoes or chicory
CCrossbelt  Adjustable speed, sections: SOmm
Tansferbelt  Adjustable speed, plastic carriers, sectons: SOmm
safetyfeatures | Finger rolle-cleaing system and stone-separating roller automatically reverses
Transport dimensions 10.62 m / 3.00 m / 3.60 m (Length / Width / Height)
Tiansfer hefght / width 550m/950m, upto 125° swiel angle
Tansfercapacty  Appoc200vh
| Max permissiblespeed  40kmh
Tweweight  Approx 105t (17 tpermissible supported foad)
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